
MATERIAL SAFETY DATA SHEET 

Description: Solvent-dispersed Cleaner 

II. DEPARTMENT OF TRANSPORTATION INFORMATION 
Shipping name: Not Classified. Hazard Class: N/A. ID#: N/A. 
EMERGENCY ONLY CONTACT: CHEM-TEL -1-800-255-3924 

Ill. HMIS (0 = minimal hazard; 4 =severe hazard) 
Health- 1 Flammability- 2 Reactivity - 0 

IV. PRODUCT CONTENT 
This product does not contain chemicals subject to the reporting 
requirements of Section 313 of SARA Title Ill and 40 CFR 372. All 
components are on TSCA inventory. This product does NOT contain 
asbestos. 

V. HAZARDOUS INGREDIENTS 

(Chemical Identity; Common Name) 
Petroleum Solvent 
Calcium Carbonate 

Nepheline Syenite 

'Recommended by supplier 

VI. PHYSICAL DATA 

C.A.S. No. 
64742-48-9 

471-34-1 

37244-96-5 

APPEARANCE AND COLOR: White paste. BOILING POINT (degrees F): 
335-380 (solvent). VAPOR PRESSURE (mm Hg@ 20 degrees C): Less than 10 
mm Hg (solvent). VAPOR DENSITY (Air = 1): Greater than 5 (solvent). 
SOLUBILITY IN WATER: Less than 0.1%. SPECIFIC GRAVITY (H20 = 1): 1.37. 
PERCENT VOLATILE BY WEIGHT (30 min. ® 275 degrees F): 40. 
EVAPORATION RATE (Butyl Acetate= 1): 0.1 (solvent). pH: N/A. 

VII. FIRE AND EXPLOSION HAZARD DATA 
FLASH POINT: 120· F Tag cc (based on petroleum solvent). FLAMMABLE 
RANGE: LEL = 0.7; UEL = 7. EXTINGUISHING MEDIA: Foam, water spray (fog), 
dry chemical, carbon dioxide. SPECIAL FIRE FIGHTING PROCEDURES: Protect 
fire fighters from toxic products of combustion by wearing self-contained breath
ing apparatus. UNUSUAL FIRE AND EXPLOSION HAZARDS: Closed contain
ers in a fire may rupture due to pressure build-up; use water to cool containers 
to preventthis. 

VIII. HEALTH HAZARD DATA 
PRIMARY ROUTE(S) OF ENTRY: Direct dermal exposure, inhalation. TARGET 
ORGANS: Skin, eyes, respiratory tract. EFFECTS OF OVEREXPOSURE: SKIN 
AND EYES: Excessive skin contact may cause drying and cracking of the skin, 
defatting of tissue, and result in dermatitis. Contact with eyes will cause irritation. 
INHALATION: Irritation of respiratory tract, coughing, headache, dizziness, 
drowsiness, nausea, uncoordinated movements. CARCINOGENICITY: NTP: No; 
IARC Monographs: No; OSHA Regulated: No. MEDICAL CONDITIONS GEN
ERALLY AGGRAVATED BY EXPOSURE: Any condition generally aggravated by 
solvents, including preexisting upper respiratory and lung disease such as, but 
not limited to bronchitis, emphysema and asthma. Existing skin conditions. FIRST 
AID PROCEDURES: SKIN AND EYES: For eye contact, flush with water for 15 
minutes and get immediate medical attention. Additionally with skin contact, 
wash with soap and water. Refer to physician if irritation or symptoms persist. 
INHALATION: Remove to fresh air if exposed to excess concentrations of vapor. 
Seek medical attention if symptoms persist. INGESTION: Do not induce vomit
ing. Call a Poison Control Center or physician for assistance. Get immediate 
medical attention. 

IX. REACTIVITY DATA 
STABILITY: Stable. INCOMPATIBILITY: Strong oxidizing agents. HAZARDOUS 
DECOMPOSITION PRODUCTS: Carbon monoxide, carbon dioxide, and other 
toxic vapors and gases that are common to thermal degradation of organic com
pounds. HAZARDOUS POLYMERIZATION: Will not occur. 

Form 47473 11/98J 

~ 
35-40 
45-50 

15-20 

@mstrong 
S-585 

Prepared 11/98- Replaces 1/96 

Armstrong World Industries, Inc. 
P.O. Box 3209 

Lancaster, PA 17604 
(717) 396-2328 or (717) 396-2935 

OSHA PEL 
300 ppm' 
15 mg/m3 

N/A 

ACGIH TLV 
300 ppm' 
10 mg/m3 

5 mg/m3
' 

X. SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED: Remove all sources 
of ignition. Ventilate area of spill or leak. Minimize breathing vapors. Minimize 
skin contact. Ventilate confined spaces. Open all windows and doors. WASTE 
DISPOSAL METHOD: Do not reuse container. Dispose of container and any 
unused contents in accordance with Federal, State and Local Waste Disposal 
Regulations. Do not flush unused contents or residue down drains. 

XI. SPECIAL HANDLING AND USE INFORMATION 
VENTILATION: Use natural cross-ventilation, local (mechanical) pick-up, and/or 
general area (mechanical) ventilation to prevent an accumulation of solvent 
vapors, keeping in mind that the ventilation pattern must remove the heavier
than-air solvent vapors from the lower levels of the work spaces. RESPIRATORY 
PROTECTION: With adequate ventilation, respiratory equipment should not be 
needed. If adequate ventilation is not afforded, wear respiratory equipment 
approved for organic vapors. SKIN AND EYE PROTECTION: During normal end
product use, gloves and spectacle-type safety glasses are recommended to pre
vent contact with this product. 

XII. SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Store in an area 
suitable for combustible mixtures. Recommended storage temperature is above 
35 degrees F and below 100 degrees F. OTHER PRECAUTIONS: Vapors are 
heavier-than-air. Use precautions that are common with the safe handling of 
combustible products. 

WORK SITE ENVIRONMENT: Initially there may be a potential adverse impact 
on indoor air quality within the general work area during the installation process. 
Therefore you should advise the building manager or other appropriate person 
that: • It will be necessary to establish and maintain adequate ventilation of the 
work area, without causing the entry of contaminants to other parts of building; 
and • Persons who are sensitive to odors and/or chemicals should be advised to 
avoid the work area during this process. 

information presented herein is supplied as a guide to those who handle or 
use this product. Safe work practices must be employed when working with any 
materials. It is important that the end user makes a determination regarding the 
adequacy of the safety procedures employed during the use of this product. 

N/A- not applicable or not available 
N/K - none known or not known 



MATERIAL SAFETY DATA SHEET 

Description: Solvent-dispersed Polymeric Coating 

II. DEPARTMENT OF TRANSPORTATION INFORMATION 
Shipping Name: Coating solution (Xylene). Hazard Class: 3 (Flammable 
Liquid). ID#: UN 1139. PG: II (S-570 Seam Coater). Reportable Quantity 
(RQ): 2,000 lbs. 
EMERGENCY ONLY CONTACT: CHEM-TEL-1-800-255-3924. 

Ill. HMIS 
Health = 3 Flammability = 3 = 0 

IV. PRODUCT CONTENT 
This product contains chemicals subject to the reporting requirements of 
Section 313 of Title Ill of the Superfund Amendment and Reauthorization 
Act of 1986 and 40 CFR Part 372. All components are on TSCA inventory. 
This product does NOT contain asbestos. 

V. HAZARDOUS INGREDIENTS 

{Chemical ldenti!}'; Common Name} C.A.S. No. 
Xylene 1330-20-7 

Aliphatic Isocyanate 5124-30-1 

Hexamethylene Diisocyanate (Homopolymer) 28182-81-2 

1-6-Hexanediol 629-11-8 

Phthalic Anhydride 85-44-9 

Butyl Acetate 123-86-4 

VI. PHYSICAL DATA 
APPEARANCE AND COLOR: Hazy, colorless liquid. BOILING POINT (degrees F): 
N/K. VAPOR PRESSURE (mm Hg@ 20 degrees C) N/K. VAPOR DENSITY (Air= 1) 
N/K. SOLUBILITY IN WATER: Insoluble. SPECIFIC GRAVITY (H20 = 1) 0.96. 
PERCENT VOLATILE BY WEIGHT (30 min. @ 275 degrees F) 60.9. EVAPORATION 
RATE (Butyl Acetate= 1): N/K. pH: N/A. 

VII. FIRE AND EXPLOSION HAZARD DATA 
FLASH POINT: 79' F (Pensky-Martens closed cup). FLAMMABLE RANGE: LEL = 1.0; 
UEL = 7.0 based on xylene. EXTINGUISHING MEDIA: Carbon Dioxide, dry chemi
cal, alcohol-type foam. SPECIAL FIRE FIGHTING PROCEDURES: Protect fire fighters 
from toxic products of combustion by wearing self-contained breathing apparatus. 
UNUSUAL FIRE AND EXPLOSION HAZARDS: Closed containers in a fire may rup
ture due to pressure build-up; use water to cool containers to prevent this. 

VIII. HEALTH HAZARD DATA 
PRIMARY ROUTE(S) OF ENTRY: Inhalation, skin, eyes. TARGET ORGANS: Lungs, 
skin, eyes. EFFECTS OF OVEREXPOSURE: SKIN AND EYES: Contact with skin may 
result in irritation and dermatitis; sensitization may also occur-once sensitized, an 
adverse reaction can occur with exposure to even trace amount by either vapor or 
direct contact; these symptoms may be immediate or delayed several hours. Contact 
with eyes will cause irritation. INHALATION: Irritation of respiratory tract. coughing, 
headache, dizziness, drowsiness, nausea, uncoordinated movements; selected indi
viduals may experience allergic reactions with asthmatic symptoms. 
CARCINOGENICITY: NTP: No; IARC Monographs: No; OSHA Regulated: No. MED
ICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: Any condition gen
erally aggravated by solvents, including preexisting upper respiratory and lung disease 
such as, but not limited to bronchitis, emphysema and asthma. FIRST AID PROCE
DURES: SKIN AND EYES: In case of eye contact. flush eyes repeatedly with water for 
15 minutes and get immediate medical attention. In case of skin contact. flush with 
cool water, then wash with warm water and soap; see a physician if symptoms or irri
tation persists. INHALATION: Remove to fresh air if exposed to excess concentrations 
of vapor. Seek medical attention if symptoms persist or irritation persists. INGESTION: 
Do not induce vomiting. Immediately call Poison Control Center or physician for 
assistance. 

excessive heat; active hydrogen 
containing compounds, e.g., alcohols and amines. HAZARDOUS DECOMPOSITION 
PRODUCTS: Carbon monoxide, carbon dioxide, oxides of nitrogen, cyanide, and 
other toxic vapors and gases that are common to thermal degradation of organic com
pounds. HAZARDOUS POLYMERIZATION: Will not occur; however, if polymeriza
tion occurs in closed container, overpressure failure of the container may result. 
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Armstrong World Industries, Inc. 
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OSHA PEL ACGIH TLV 
100 ppm 100 ppm 

STEL: 150 ppm STEL: 150 ppm 

ceiling:0.01 ppm 0.005 ppm 

(Skin) 

N/A 0.005 ppm 

N/A N/A 

1 ppm 1 ppm 

150 ppm 150 ppm 

STEL: 200 ppm STEL: 200 ppm 

X. SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED: Remove all sources of 
ignition. Ventilate area of spill or leak; if using mechanical ventilation, make sure that 
it is explosion-proof or does not present an ignition source. Wear personal protective 
equipment to prevent skin, eye and respiratory exposure; wear boots to prevent con
tact with shoes. Contain spill, preventing it from entering sewer lines or waterways. 
Use clay absorbents to assist with the pick-up of the material. Place material into con
tainers. WASTE DISPOSAL METHOD: Do not reuse container. Dispose of container 
and any unused contents in accordance with Federal, State and Local Waste Disposal 
Regulations. Do not flush unused contents or residue down drains. 

XI. SPECIAL HANDLING AND USE INFORMATION 
VENTILATION: Use natural cross-ventilation, local (mechanical) pick-up, and/or gen
eral area (mechanical) ventilation to prevent an accumulation of solvent vapors, keep
ing in mind that the ventilation pattern must remove the heavier-than-air solvent 
vapors from the lower levels of the work spaces. The ventilation should be sufficient 
to keep the solvent vapor concentration below the TLV. RESPIRATORY PROTECTION: 
With adequate ventilation, respiratory equipment should not be needed. If adequate 
ventilation is not afforded, wear respiratory equipment approved for organic vapors. 
SKIN AND EYE PROTECTION: During the handling of this material, impervious 
gloves and safety goggles should be utilized to prevent skin and eye contact. 

XII. SPECIAL PRECAUTIONS 
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Store in area suitable 
for flammable mixtures. Recommended storage temperature is between 40-100 degrees 
F. OTHER PRECAUTIONS: Vapors are flammable and are heavier-than-air. Prohibit 
smoking and eliminate all other sources of ignition, such as regular electrical tools and 
appliances, making sure that pilots on gas-fired water heaters are extinguished. 

WORK SITE ENVIRONMENT: Initially there may be a potential adverse impact on 
indoor air quality within the general work area during the installation process. Therefore 
you should advise the building manager or other appropriate person that: • It will be 
necessary to establish and maintain adequate ventilation of the work area, without caus
ing the entry of contaminants to other parts of building; and • Persons who are sensitive 
to odors and/or chemicals should be advised to avoid the work area during this process. 

information presented herein is supplied as a guide to those who handle or use 
this product. Safe work practices must be employed when working with any materi
als. It is important that the end user makes a determination regarding the adequacy of 
the safety procedures employed during the use of this product. 

N/A- not applicable or not available 
N/K - none known or not known 



MATERIAL SAFETY DATA SHEET 
I. P~OOUCT IOEIIITIFICATIOIII 
Name; Armstrong $-l;i~J $ji!am Coating De!iJ!O:Sser 
Description: Solv~l"'t·dispersed Coating 

II. DEPARTMENT OF TRAIIISPORTATIOI\I IIIIFORMATIOI\l 
Shipping n:;nn~: CQ~;~tin9 solution {Xylene). Ha:tard Class: 3 (FII:H"nr'r'lab10 
Liquid). ID/1: UN 1139. PG: II. (s-593 Seam Coating Deglo,.er) "Limited 
Cli.J~ntity" Exception may apply. R~pot~ble: QUJI"'tity (RQ): 1,262 lbs. 
EMERGENCY ONLY CONTACT: CHEM·TEL 800·255·3924. 

Ill. HMIS (0 = minimal hu.ard: 4 = severe h$zerd) 
Health = 3 Flammability = 3 Reactivity = 0 

IV. PRODUCT CONnNT 
This prodi,Jcr conr.ains c:hemil:::als subject to the reporting requirements or Section 313 
of Title Ill of tha Superfund Amendmer'H Md Reauthor!zatlor~ Act of 1966 and 40 CFR 
Part J72. All components .;~re on TSCA inventory. This product doss NOT contain 
o.tsbe::.tos. 

C.A.S. No. 

Urea FormaldehyQe Re~ln 9011·0o·6 

Xylene 1 330·20·7 

VI. PHYSICAL DATA 
APPEARANCE AND COLOR: White P<''"· BOlLIN() POINT (degrees ~)' 281 2SZ. 
VAPOR PRESSURE (mm Hg@ 20 d6iJ'"' C): 9.5. VAPOR DENSITY (Air • 1): 3.7. 
SOLUBILITY IN WATER: Negligible. SPECIFIC GRAVITY IH20 = 1): N/K. PERCENT 
VOLATILE BY WEIGHT (30 mio.@ 275 dog<BB> ~: 77.8. EVAPORATION RATE (Butyl 
Aeomce • 1): 0.6. pH: NIA. 

VII. FIRE AND EXPLOSION HAZARD DATA 
FlASH POINT; 79 deeree F (based on )\yleoe). FLAMMABLE RAI~GE: LEl = 1.0; UEL 
• 7.0 b'"-'<l on XylOn•. EXTINGUISHING MEDIA: Carbon dioxide, dry chOrnical, 
olcohol-type IO•m SPECIAL ~IRE FIGHTING PROCEDURES: Protect fim fighters from 
toxic products of combustion by wearing oolf·contalnllld breathing apparatus. 
UNUSUAL FIRE AND EXPlOSION HAZARDS: Closed contolners In' fire moy rup
wre due to pressure build-up; use water to cool conf.ilinem to pr011ent this. 

VIII. HEALTH HAZARD DATA 
PRIMAR'I RliOitM m m11ll': Inhalation, sKin, and eyes. IARGEI oRt!m:l: 
lungs. skio, and eyes. EFFECTS OF OVEREXPOSURE: SKIN AND EYES: Corlt9ct wilh 
skin may rosult in irritation ana dermatitis. Cont.':lct with eyes will cause lrrlrntlon. 
INHALATION: Cancer mey be caused by chronic:: exposure to formaldehyde gss. 
Sensitization to form:;IOeh~~ h.;~s beet, reported following chronic low level e~o:po
sures. lrri[ation of re:spiratory tract, coughing, headache, dizzinass, diOMinsss, n<~u• 
sw, uncoordlrta\el:l movements: selected inOiviOu:;ls m:;~y experience ~llerglc re~c
tions with OJ~thmatic symptoms. CARCINOGENICITY: NTP; Y~s; IARC Monogr'aphs; 
Yes: OSHA Regulsted: Yes. MEDICAL CONOITIONS GENERALLY AGGRAVATED SY 
~XPOSURE: An'J mlt!diC<JI condition that may be ag9r21v<1ted by a pulmOn<~ry irrit<mt. 
Any conditiOn g~nerally ag~ravated by soivencs, Including pl'eexlstlng upp~ lmj:'lira· 
10ry and lung disease such ss, but not limited to bronchitis, emphysema, and asthma. 
Existing skin conditions. FIRST AID PROCEDURES: SKIN AND EYES: In case or O)'<l 
contact, Hush eye~ repested!y with Wi!ltef fOr 15 rninuoos and g~L ir'nmediiflte medical 
atrentlon. In case of skin conrect. flush wl01 cool water, then wash with warm water 
.and soap. Refer to physician if irritation or symptoms persist. INHALATION: Remove 
to fresh air if e.xposed to excess concentrmions of vspor. Seek medical sttent1on If lrrl
imlon or symptoms persist. INGES'J'ION: Oo rtoilru;!uce von11tlng, lmmedlarely call 
Polson Control Center or physician for asslsumce. 

IX, REACTIVITY DATA 
STASILITY: Stable. INCOMPATISILITY: S•ong oxidiziog egerrt5. HAZARDOUS 
DECOMPOSITION PRODUCTS: Thermal decompool<lon m•y produco ooxlc 
vapors/fumes Of fOrmaldehyde and othef organic meterials, and oxide~ of c~rbon and 
niU"Og•n. HAZARDOUS POLYMERIZATION: Does not occur. 
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OSHA PEL ACGIHnV 
as rormaldehyd~: 

0.7> ppm ceiling: 
STEL: z ppm 0.3 ppm 

100 pprn 100 PP" 
mL: 1oo "' STEL: 150 m 

X. SPILL OR LEAK PROCEDURES 
STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED: R001ova oil"'"""' of 
Ignition. Ventilate area of spill or !Gal<. if u~itlg mechanical ventiladon, m.ake sure that 
it is explosion-proof or does noi present an lgnlclon source. For GXt=tosu~s above TLV, 
wear approved respiratory e<:Juipr'nl!:r'lt. Wear personal protective equlprnent~o prevent 
sKin, eye, ~;~nd respiratory exposure: wear boms to pr!lWent contact with shoe!l. Contain 
spill. preYentlng It from entering sew~r lir'll!lS Of INsterw<~y.:;. lJse clay absorbents to 
assist with the pick-up of the materi:;~L Place material Into contain0rs. WASTE DIS· 
PO SAL METHOD; Do not reuse conw.inar. Dispose of container and sny unused con
fen~ in accordance with Federal, State and Local W.aste Olsposal Regulations. Do not 
nush unu5ed contelits or residue down drains. 

XI. SPECIAL HANDLING AND USE INFORMAtiON 
VENTILATION: Use nanmal cross-ventilation, !aca! (mech.anicer) p!ck-up, and/or gen· 
era! :are:a (mech:a!llc:al) ventll.atlon to prew.:m an accumul~tiOrt of $Oivent vapors, keep· 
ing ln mind that !he ~nwauon pattern must remove the h~vler·than-alr solvent 
v.apor.:; from \he lower levels of the work spaces. The ventilation llhould be sufficient 
to Kaej:'l the ~olvant vapor concentration below the 'f~V. R~PlRATORY PROTECTION: 
With :adequ$1:e ventll.;~tlort resplra\Ory equipment ShOtlld Mt b~ Meded. IF adequate 
vemllation is not afforded, wear re:;pir<~tory equipment ~;~pproved for organic vapors or 
air supplied rest:~irators, such as self-conteined bresthlng .'3pparacus. SKIN AND EYE 
PROTECTION: During U1c handling of this mi!ltsri<~l, impervious ~loves .and ffje pro· 
tection should be utilized to prevenc skin and eye coni3ct. 

XII. SPECIAl ~RECAUTIONS 
PRECAUIIONS TO SETAKEN IN HANDLING AND STORAGE: SOJre io "'"ui~ble 
ror fl~mm~bl!:!! mixtures. Rec:ammended storage temperature Is betw~~n 40 .. 1 00 
degrees. Do nm srore in direct sunlight or in extreme heat. OTHER PR~CAUTIONS: 
Vapors are flammable snd are heavier-than-air. Prohibit smoklng and slir'ninata s!l 
other sources of Ignition, such as re.gular alactriCi111 tools and appliances, making sure 
that pilots on gas-fired w<~~ter hlililters are extinguished . 
WORK SITE ENVIRONMENT: lnitislly there may be a potentia! ;odverse lm~ct 011 
ir'ldoor r:lir t:~ualiry Within the general work area d!,Jrlng the lnS(allatlon process. 
Therefore you should sdvise the bwlldlng manager or other appropti~te person thst: • 
It will be necessary to e&.abllsh and maintain udequmte ventiletion of the work ar~, 
Without cau:>ing the entry of contaminant$ co 01her pliii"W or bUilding; and • Per:;ont~ 
who are sensicive to odor;: and/or chemicals should M advised to avoid the work aree 
Ourlrtg (his process. 

The Information pr~~en[t!d herein is $upplied .as a guide to those who handle Of use 
thii product. Siite worK practices muse ba employed when working with any m::tiefl· 
als. It is important that the end user m-akes a derermlna1lon regarding tli~ adequacy of 
the saf@ty procedurG>S employed dLIIihg the use of this produ~. 

N/A- not ~;~ppllcaOie or noc available 
N/K .. noM known or not known 


